4 


ARB NOTICE 


No. 77 


Issue 1. 


5th October, 1967. 


COUNTER/POINTER ALTIMETERS 


The United Kingdom Altimeter Committee in 1965 
concluded the best altitude presentation was provided by the 
counter/pointer type instrument. The ARB is satisfied that 
subsequent experience has supported this conclusion. 


In the case of turbo-jet-engined aircraft, in which hazardous 
misreading of altimeters is more likely to occur, it is desirable to 
eliminate reliance on the less satisfactory types of presentation. 
Therefore, subject to the provisos of paragraph 3, all turbo-jet- 
engined aircraft of over 12,500 1b all up weight must, not later 
than Ist June, 1968, have as a minimum one of the following :— 


(i) One approved counter/pointer type instrument visible to 
both crew members, in addition to their normally positioned 
altimeters, or 


(ii) One approved counter/pointer type instrument in the 
Captain’s normal altimeter position, in addition to the 
existing altimeters at other crew stations. 


The following exceptions to paragraph 2 are permissible :— 


(i) The ARB, whilst preferring the arrangement described in 
paragraph 2, will continue to accept drum/pointer allti- 
meters where these are standard equipment on existing 
aircraft and aircraft under construction. (For newly 
designed aircraft drum/pointer altimeters will not be 
accepted.) 


(ii) Recognising differences of policy and practice internationally 
and having regard to possible hardship, the ARB will 
consider on an individual basis, the acceptance of the 
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_ existing installation on aircraft which will be removed from 
the U.K. Register before 31st December, 1968. 


By Order of the Air Registration Board, 


Ay hue W 
ee 


Secretary. 


Brabazon House, 
Redhill, 
Surrey. 


